169
S

-1 18

.945
24 .1

\\\\\\\\\\\\\\\\\\\\

N\
-
N

O\ M OOV AAIAAVRRRN
_\

UL

AUNANNNNN

L ESSSSSSSSS

Specifications
* Current rating: 2.5A AC. DC

* Voltage rating: 250V AC. DC

* Temperature range: -25°C~+85°C

* nsulation resistance: 1.000M () min.
* Withstand voltage: 800V AC/minute
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* Poles:2-15
2 CIRCUIT 3 CIRCUIT * Material:PBT UL94V-0 .BLACK

CIRCUITS DII\MENSION m.(mg)
2 0.100(2.54) 0.280(7.1)
3 0.200(5.08) 0.382(9.7)
4 0.300(7.62) 0.480(12.2)
8 0.400(10.16) | 0.579(14.7)
6 0.500(12.70) | 0.681(17.3)
7 0.600(15.24) | 0.780(19.8)
8 0.700(17.78) | 0.882(22.4)
) 0.800(20.32) | 0.980(24.9)
10 0.900(22.86) | 1.079(27.4)
11 1.000(25.40) 1.181(30.0)
12 1.100(27.94) 1.280(32.5)
13 1.200(30.48) | 1.378(35.0)
14 1.300(33.02) | 1.445(37.6)
15 1.400(35.56) | 1.580(40.1)
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